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T NOTES:
LMATERIAL:
1-:HOUSINGILCPCE6808)UL 94V-0,COLOR:BLACK
. COLORBLACK
D o 1-2PIN:BRASS
‘ | TREATMENT:
! ‘ GOLD FLASH OVER NI 30u’ MIN,
i 1-3POWER PINPHOSPHOR BRONZE(C5210R-EH);T=0,30mm
T olale - TREATMENT:
— H{ ]ﬂ NS mi ]ﬂ Part Number (L#)| AU GOLD FLASH ON CONTACT AREAMATTE SN 80u’ MIN
| I 02l ON SOLDER TAIL,ALL OVER NI 30u’ MIN.
I DCJ-031-1N02HG G/F 1-5:SHELL:SUS(201);T=0.30mm, TREATMENT:S0u” NI
SPECIFICATION:
| SCHEMATIG 2. ELECTRICAL CHARACTERISTICS:
£ Bl S . 11 RATING VOLAGE:20V 5A
| 1.2 INSULATION RESISTANCE 100MOHMS MIN ATS00V DC
: —om o 1.3 DIELECTRIC WITHSTANDING VOLATAGE: 500V AC FOR 1 MINUTE,
. - - 1.4 CONTACT RESISTANCE:30 mOHMS MAX.
298 | N . 3. MECHANICAL CHARACTERISTICS:
] SECTION A=A SPRYG () 2.1 INSERTION FORCE:3S Kgf MAX
EXTRACTION FORCEQ.3-35 Kgf
2.2 DURABILITY(INSERTION/EXTRACTION CYCLES)S000 CYCLES
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